
Technical Data

Number of LEDs 45 Warmweiß, 45 Kaltweiß, 45 RGB
Power 10W
Color temperature 2.700 – 10.000K
Hues 360

SAT (Farbsättigung) 0 – 100%
INT (Farbhelligkeit) 0 – 100%

Color rendering index (CRI) | Television 
Lighting Consistency Index (TLCI)

> 96 (CRI) |  > 98 (TLCI)

Power adjustment 0 – 100 % in 1 %-Schritten
Illuminance 3.200K: 1.200 lx (0,5 m), 247 lx (1 m), 118 lx (1,5 m)

4.500K: 1.400 lx (0,5 m), 261 lx (1 m), 125 lx (1,5 m)
5.500 K: 1.500 lx (0,5 m), 267 lx (1 m), 128 lx (1,5 m)
RGB-Modus: R: 320 lx | G: 550 lx | B: 140 lx

Light effects 19
Battery operation | Battery running time Integrierter Lithium-Ionen-Akku, 3,7 V / 4.000 mAh

/ 14,8 Wh | Input: DC 4,2 V 2,0 A I Output: DC 10 V 
0,5 A max. | > 60 Minuten

Power supply DC 5,0 V 2,0 A max.
Connections USB-C-Anschluss
Weitere Ausstattung Integrierte Magnete, 2x 1/4“-Anschlüsse
Dimensions (L x W x H) | Weight L 15,4 x B 7,9 x H 1,5 cm | 0,26 kg (ohne Adapter)

What‘s in the Box and Packaging Details

What‘s in the box 1x EF-P11 RGB Pocket LED Light, 1x hot shoe 
adapter, 1x USB-C cable, 1x carrying bag, 1x manual

Packaging dimensions (L x W x H) | Weight L 19 x W x 14 x H 4 cm | 0,388 kg

Specifications are subject to change without notice. *The Bluetooth® word mark and logos are registered trademarks of the Bluetooth SIG, Inc. and any use of 
such marks by Rollei is under license. Other trademarks and trade names are the property of their respective owners. *Not included in delivery.

EF-P11 RGB Pocket LED Light

Powerful RGB LED light in smartphone format
• The successor of the popular EF-P10 RGB Pocket LED
• Color temperature adjustable between 2,700K - 10,000K; 

Brightness adjustable between 1 - 100%; Up to 360 colors with 
adjustable saturation between 1 - 100% and brightness 
between 1 - 100%

• 19 different light effects
• Integrated magnets inside the housing allow mounting on 

metal surfaces
• ¼" thread on the bottom and side, cold shoe adapter with ¼" 

thread included
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