
Technical Data

Number of LEDs Warm white: 72, cold white: 72
Power 14 W
Energy efficiency class (EU 2017/1369) F
EU energy efficiency class spectrum (EU 2017/1369) A – G
Color temperature 2,700-7,500k
Color rendering index (CRI) | Television 
Lighting Consistency Index (TLCI)

96 |  98 

Power adjustment 0-100% in 1% steps
Illuminance 3,200K: 0.5m: 1,240lx, 1.0m: 454lx, 1.5m: 216lx

4,500K: 0.5m: 1,650lx, 1.0m: 490lx, 1.5m: 238lx
5,500K: 0.5m: 1,700lx, 1.0m: 501lx, 1.5m: 244lx

Light effects 10
Bowens S-type mount No
Battery operation | Battery running time Lithium ion battery | 7.4 V 3,000mAH | 80 min 

(100%) with 5,500 K
Battery input | Battery output USB Type-C Charging 5V, max. 2A | 8.4V max.2.5A
Connections ¼“ thread
Dimensions (L x W x H) | Weight 57.5 x 4 x 3.3 cm | 0.78 kg

What‘s in the Box and Packaging Details

What‘s in the box 1x EFT-220Bi rod light, 1x barndoors, 1x USB-C cable, 
1x Bag, 1x Jinbei user manual

Packaging dimensions (L x W x H) | Weight 9,2 x 62,2 x 12,3 cm | 1.2 kg

Specifications are subject to change without notice. *The Bluetooth® word mark and logos are registered trademarks of the Bluetooth SIG, Inc. and any use of 
such marks by Rollei is under license. Other trademarks and trade names are the property of their respective owners. *Not included in delivery.

EFT-220Bi Tube Light

The new EFT-220 Bi Tube Light
• 144 LEDs in warm white and cool white (72 each)
• Variable colour temperature between 2,700 .7,500 K
• 10 integrated light effects
• Battery operation via lithium-ion rechargeable battery

www.jinbei-deutschland.de
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