
Technical Data

Number of LEDs Warm/cold white: 180, RGB: 320
Power 80.0 W (AC) / 60.0 W (DC)
Energy efficiency class (EU 2017/1369) G

EU energy efficiency class spectrum (EU 2017/1369) A – G

Color temperature 2,000 – 7,500 K
Hues 0 – 360
Color rendering index (CRI) | Television 
Lighting Consistency Index (TLCI)

95 |  98 

Power adjustment 0 - 100 in 1 % steps
Illuminance 3,200 K: 0.5 m: 6,290 lx, 1.0 m: 1,800 lx, 1.5 m: 850 lx

4,500 K: 0.5 m: 6,530 lx, 1.0 m: 1,870 lx, 1.5 m: 886 lx
5,500 K: 0.5 m: 6,560 lx, 1.0 m: 1,900 lx, 1.5 m: 894 lx

Light effects 31
Bowens S-type mount No
Remote control Remote control or app
Bluetooth®* version 5,0
Radio frequency band 2.402 - 2.480 GHz
Transmission power maximum < 30 dBm
Battery operation | Battery running time 2 x NP-F970 battery adapter for EFT-860 required 

(both not included) | > 60 min (100%)
Power supply AC 100-240V, 50/60Hz | 20.0 V, max. 5.0 A
Connections USB-C port
Dimensions (L x W x H) | Weight 60 x 5 x 5 cm | 1.36 kg (including Barndoors)

What‘s in the Box and Packaging Details

What‘s in the box EFT-860 RGB Tube Light, Barndoors, Power 
Adapter, Power Cable, Ball Head Arm, Jinbei 
manual

Packaging dimensions (L x W x H) | Weight 68.2 x 22 x 11.1 cm | 2.9 kg

Item No.: 1332

Specifications are subject to change without notice. *The Bluetooth® word mark and logos are registered trademarks of the Bluetooth SIG, Inc. and any use of 
such marks by Rollei is under license. Other trademarks and trade names are the property of their respective owners. *Not included in delivery.

EFT-860 RGB Tube Light

EFT-860 RGB Tube Light - Ideal For Anyone Who Wants To Work Creatively With Light
• 500 LEDs: 320 RGB and 180 cool and warm white LEDs
• 80-watt output: stepless brightness adjustment from 0 to 100%
• Flexible color temperature: Adjustable from 2,000 to 7,500 K
• Creative effects: 6 pixel effects and 19 adjustable light effects
• Dual power supply: Battery or mains operation (battery adapter optional)
• Convenient operation: Can be controlled via app or remote control supplied

www.jinbei-deutschland.de
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