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Technical Data

Compatibility Cameras: Canon, Nikon, Fujifilm, Olympus, Panasonic, 
Pentax, Sony with standard ISO hot shoe
Flashes: with 3.5 mm jack connection,
MSN TTL, MSN III, MSN II-V, MSN Pro, HD-610 (Pro), HD-
601, HD-400 (Pro), HD-II 600-V, Spark II-300, Spark III-400, 
Spark-400D, Mars-3 TTL (Pro) Porty, DM, DMII, DPE, DPE 
II, DPX, DC II-V, DPL-PRO, DPIII, DM III-V, Pilot III, Pilot II-V, 
Smart, ECD, ECD II-V, ECD-V, EC-V, FL-II 500 Porty

Frequency 2.4 GHz
Operating range 300 m
Channels | Groups Transmitter: 16 | 10

Receiver: 20 | 10
Manual mode Yes
TTL mode No
HSS mode No
First shutter curtain synchronisation No
Second shutter curtain synchronisation No
Freeze mode No
Synchronisation time up to 1/320 s for Nikon, up to 1/250 s for other camera 

models
Radio frequency band (GHz) 2.402 - 2.480 GHz
Transmission power maximum (dBm) Transmitter: 6 dBm
Power supply Transmitter: 2 alkaline batteries / NiMH rechargeable

batteries, 1.5 V, type AAA
Operating time transmitter: more than 110 hours
Receiver: integrated lithium-ion battery 3.7 V / 500 mAh / 
1.85 Wh, charging via USB-C

Connections Transmitter: Standard ISO hot shoe
Receiver: 3.5 mm jack (foldout)

Adjustable angle Transmitter: no
Receiver: yes

Additional features Functions: flash release
Dimensions | Weight Transmitter: 7.8 x 4.9 x 3.8 cm | 0.05 kg (without batteries)

Receiver : 5.4 x 3.8 x 1.05 cm| 0.1 kg

What‘s in the Box and Packaging Details

What‘s in the box Jinbei TR-V6 transmitter, Jinbei TR-RV receiver
Packaging dimensions | Weight 12.2 x 9.8 x 5.4 cm | 0.14 kg

Article no.: 1081

TR-V6 Radio Transmitter Set V2

Handy Set of Transmitter and Wireless Receiver
• For cameras with standard ISO hot shoe and 

Jinbei studio flashes / Portys with 3.5 mm jack
• Easy flash triggering with maximum 

compatibility
• Receiver has an integrated battery
• No hanging cables, more safety at work
• Operating range up to 300 meters
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